Oval Gear Positive Displacement
Mechanical Flowmeters
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Each meter has been calibrated on mineral oil
and will contain a small amount of oil residue.

The oil used is Castrol Diesel Calibration
Fluid 4113 (product code 055830).
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Model prefix : 025 040 050 050E
Nominal size (inches ) 25mm (1") [ 40mm (1.5") [ 50mm (2" ) [ 50mm (2")
* Flow range ( litres / min ) 10 ~ 150 15 ~ 250 30 ~ 450 35-580

Accuracy @ 3cp

+ 1% of reading with standard register
& + 0.5% of reading with V-series register (050 & 050E)

Repeatability typically + 0.03%
Temperature range -20°C ~ + 80°C
Maximum pressure (threaded meters) bar (PSI)
aluminium (AM-Series)| 40 (580) | 30(435) | 20(285) | 20 (285)

Enviromental Protection

IP65 (V Series Registers = IP53/54 [050 & 050E])

Recommended filtering

150 micron (100 mesh ) minimum

Displays accumulative & resettable totals

Preset batching option (VP & VZ) 1 & 2 stage mechanical batch control (050 &050E)
4 digit reset mechanical totaliser 9999.9L 99999L

5 digit reset mechanical totaliser (V Series) - 999999L
Accumulative totaliser capacities 8 digit

* Maximum flow on fuels may be increased by 10% for intermittent periods of refuelling.

* Maximum flow is to be reduced as viscosity increases, max. pressure drop 100Kpa (15 psi)
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Each meter has been calibrated on mineral oil
and will contain a small amount of oil residue.

The oil used is Castrol Diesel Calibration
Fluid 4113 (product code 055830).
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