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DISTRIBUTOR SUPPORT

Alemlube is consistently represented at Trade Shows and Field Days in metropolitan and regional districts throughout Australia and New Zealand.  
 Showcasing a wide and comprehensive range of general workshop and specialised equipment marketing directly to the industrial, automotive, 

mining, agricultural, transport and food & beverage sectors, Alemlube’s team of professional experts in their respective fields is always on hand to present 
the latest in product development and advancements to offer the end user reliable, efficient and cost effective solutions to deliver improved productivity.

TRADE SHOW SUPPORT

MARKETING MATERIAL

Alemlube has available a wide range of counter mats, posters, corflute signs, pull up display banners, merchandise and promotional items.  
 Our wide range of marketing material raises the profile of the brand and ultimately increases the demand for Alemlube products both in Australia  

and New Zealand. In line with our company philosophy, all of our marketing material is of a premium quality and readily available around the country.

HOSE REELS

454110NOil Transfer Kit  with Meter•	3:1	ratio	pump,			 3m	x	1/2"	ID	hydraulic		
	 hose	and	electronic		 	
	 resettable	meter	•	Transfer	rates	of	up	to		
	 12	L/min•	3/4"	BSP(f)	material	outlet
•	1/4"	BSP(f)	air	inlet	•	Suitable	for	engine,		 	
	 gear,	diff	and	hydraulic	oils
•	Suits	60L	or	205L	drums
•	454111N	as	above	but	with		
	 on/off	control	valve

454695CIBC Oil Storage and Transfer Kit
•	Includes	1,000L	IBC	container,	3:1	ratio	pump,		

	 dual	pedestal	hose	reel	with	10m	of	hose,		

	 a	top	mounting	bracket	and		
	 electronic	oil	meter•	Refillable,	reusable,			 mobile	and	fully			 transportable•	3:1	ratio	pump			 facilitates	flow	rates			 of	up	to	18	L/min•	Electronic	oil	meter			 powered	by	quickly			 and	easily	replaceable		

	 AAA	batteries• 454697C	as	above			 but	side	mounts	on	an	IBC

10028
Heavy Duty  20L Gear Oil  Drum Pump•	Heavy	duty	fully	serviceable		

	 drum	pump	delivers	170mL		
	 on	the	downstroke•	Non-drip	nozzle	and	drain		
	 back	holster	ensure	a	clean,		
	 safe	workshop•	Height	adjustable	bung		
	 adaptor	&	two	extra			 adaptors	to	suit	 local	and			
	 international	20L	drums	
•	1.8m	long	rubber	assembly		
	 ensures	a	long	service	life

378100NMobile Oil Transfer Kit
•	Supplied	with	3:1	air	operated	oil		

	 pump,	8m	hose	reel,	electronic	meter		

	 and	heavy	duty	drum	trolley
•	Quick,	efficient	and	effortless	oil		

	 transfer	in	car,	light	commercial		

	 vehicle	and	truck	workshops
•	Adjustable	flow	rates	up	to		
	 15	L/min•	Electronic	oil	meter			 accurate	to	±	0.5•	Electronic	oil	meter	powered	

	 by	standard	AAA	batteries

RAV307H.4WSWireless 22.0t Electro-Hydraulic  
Mobile Column Lift•	Wireless	2.4	GHZ	communication	among	columns

•	Each	column	has	a	lifting	capacity	of	5,500	kg

•	Handles	tyre	diameters	from	900mm	to	1,200mm

•	Each	column	powered	by	two	12V	maintenance-free		

	 100A/h	gel	type	batteries
   *Six column model depicted

G96N
Rav Commercial Vehicle Tyre Changer

•	Tyre	changer	for	commercial	vehicle	wheels	from	12"	to	26"

•	Hydraulic	pressure	of	the	rim	clamping	chuck	is	adjustable	

•	Operating	dimensions	of	the	rim	clamping	unit	and	the	head		

	 tool	carriage	allow	the	tyre	changer	to	operate	on	a	whole		

	 range	of	wheels,	including	super-single

9911H
Alemite 20kg Grease Kit
•	Spool	valve	air	motor	design	requires		 	

	 minimum	maintenance	and	results	in		
	

	 fewer	pump	failures•	50:1	ratio	grease	pump	develops	grease		 	

	 pressures	of	up	to	7,500psi	(517bar)

•	Single	shot	or	continuous	flow	hand		
	

	 piece	provides	greater	lubrication	options

•	Mostly	all	that	is	required	to	undertake		

	 repairs	is	5	minutes	and	a	screwdriver

•	Quiet	operation	cuts	noise	levels	by	up	to	30%

428262
180kg Grease Kit•	Will	handle	high	viscosity	tacky		 	

	 grease	up	to	NLGI2•	Operate	quietly	with	aid	of	the		 	

	 bronze	exhaust	muffler
•	Generates	high	grease	pressures		 	

	 up	to	7,950psi	(548bar)

670AN4
20V Lithium-ion Cordless  
Grease Gun •	Built-in	Intelligence•	LCD	with	real	time	information

•	Battery	capacity	gauge,	grease	level	gauge

•	Grease	metering	capability
•	Dual	flow	rates:	high	170	g/min,	low	113	g/min

•	Up	to	10,000psi	(690bar)	grease	pressure	

•	Up	to	15	cartridges	before	battery	change	over		

	 is	required

SPILL CONTAINMENT

OIL TRANSFER & METERING

SA400N
Air Hose Reel•	Impact	resistant	UV	stabilised	covers	

•	Automatic	and	positive	latching	mechanism

•	New	hybrid	polymer	hose	is	more	flexible,		

	 easier	to	handle	and	longer	lasting

•	Adjustable	spring	tension
•	Working	pressure	of	300psi	(20bar)

•	1/2"	BSP(f)	inlet	&	outlet
•	Includes	15m	of	 12mm	ID	hybrid	polymer	hose

SW500NWater Hose Reel•	Impact	resistant	UV	stabilised	covers	

•	Automatic	and	positive	latching	mechanism

•	1/2"	BSPT	inlet/outlet
•	Adjustable	spring	tension	&	high	flow	swivel		

	 and	fluid	path•	Detachable	steel	mounting	bracket	enables		

	 180°	hose	reel	rotation
•	18m	x	12mm	ID	polyurethane	hose	&	0.9m		

	 lead	in	hose

504200
Heavy Duty Dual  Pedestal Oil Hose Reel
•	Modular	spring	cassette	for		
	 ease	of	servicing•	Maximum	working	pressure	
	 of	1,500psi	(103bar)•	1/2"	BSP(f)	inlet	and	outlet	threads

•	Supplied	complete	and	ready		
	 to	use	with	15m	of	delivery	hose		

	 and	a	0.8m	lead	in	hose
•	Forged	brass	shaft	assures	corrosion		

	 free	and	leak	proof	operation
•	A	specially	treated	spring	provides			

	 long	life	and	trouble	free	operation

201220
240V IBC AdBlue® Dispensing Kit
•	Heavy	duty	self	priming	membrane	pump	

	 and	manual	nozzle•	6m	delivery	hose	&	1.5m	suction	hose	

•	Self	contained	on	a	stainless	steel	mounting		

	 bracket	with	nozzle	holder
•	Flow	rates	of	up	to	32	L/min
•	IBC	not	included

332080NAdBlue® Rotary Drum Pump
•	Delivery	rates	of	380mL	per	rotation	or	up	to	38	L/min

•	Stainless	steel	and	teflon	construction	ensures	

	 100%	compatibility	with	Adblue®

•	Lightweight	at	just	2.1kg
•	Valving	in	the	pump	head	facilitates		

	 self-priming	with	immediate	and	easy	dispensing

407011
AdBlue® Digital Meter
•	Easy	to	install	inline	or	at	the	end	of		

	 a	delivery	hose•	Can	be	fitted	directly	to	an	automatic	

	 or	manual	nozzle•	Flow	rates	of	up	to	120	L/min
•	Operating	pressures	of	up	to	290psi	(20bar)

•	Accurate	to	±1.0%•	1"	BSP(m)	inlet	and			 outlet	connections•		In	the	field	calibration		possible

42068N
Truck & Bus Waste Oil Drainer
•	Holding	tank	capacity	of	68L
•		Dimensions	of	1,220mm	
x	790mm	x	190mm•	860mm	handle	length•		Two	baffles	in	the	holding		

tank	reduce	the	possibility	
of	waste	oil	spillage•		Ideal	for	busy	truck		and	bus	workshops

100 Series2 & 4 Drum Spill Containers
•	100%	recyclable	polyethylene	construction

•	Non-skid	removable	deck
•	Compatible	with	most	forklifts	and	pallet	trucks

•	Helps	to	create	an	OH&S	compliant	workplace	environment

•	Drums	not	included

500 Series1000L IBC Spill Containers
•	Solid	construction	and	practical	design

•	100%	polyethylene	will	not	rust	or	corrode

•	Capacity	of	1,100L•	Compatible	with	most	forklifts	and	pallet	trucks

•	Helps	to	create	an	OH&S	compliant	workplace	environment

Product No. Drums Dimensions
SJ-100-002 2 Drums 750mm (L) x 1,300mm (W) x 440mm (H)

SJ-100-006 4 Drums 1,290mm (L) x 1,380mm (W) x 280mm (H)

Product No. IBC’s Dimensions
SJ-510-001 Single 1,680mm (L) x 1,680mm (W) x 700mm (H)

SJ-500-003 Double 2,450mm (L) x 1,450mm (W) x 575mm (H)

Transport

Product No. Description428263 180kg grease kit with dolly
425150 55kg grease kit with drum trolley

425170 55kg stationary grease kit

660AN
Trigger Action Grease Gun
•		Grease	pressures	of	up	to	8,500psi	(586bar)

•		Delivers	up	to	1.1g	of	grease	per	stroke

•		Twin	Lock	System	seals	the	piston		

	 and	eliminates	the	possibility	of	dummy	lubrication

•		Patented	Ever-Flow	System	enables	the	gun	to	be	

	 used	with	thick	tacky	greases	even	in	the		

	 coldest	conditions•		Coarse	thread	on	the	barrel	assembly	eliminates	

	 the	possibility	of	cross	threading	during	cartridge	

	 change	over

BekaMax-20 Automatic Grease  Lubrication System•	Complete	kit	to	service	20	grease	points		

	 automatically•	Includes	a	BekaMax	24V	DC	pump	station		 	

	 with	onboard	timer	and	4kg	grease	reservoir,		

	 70m	of	grease	filled	hose,	reusable	hose		

	 ends,	compression	fittings	and	adaptors,		 	

	 nuts	and	bolts,	cable	ties	and	protective		

	 hose	wrapping•	System	suitable	for	use	with	NLGI2	greases

•	Working	life	of	fixed	plant	and	mobile		

	 equipment	is	extended	significantly

424150
20kg Grease Kit  with Trolley•	High	pressure	55:1	ratio	pump

•	Up	to	7,950psi	(548bar)	grease	pressure

•		The	heavy	duty	air	motor	is	free	of	

external	plastic	components
•		Built-in	filter	protects	against		 	

pump	tube	contamination

GREASING

KP440NE24.0t Electro-Hydraulic Commercial 
Vehicle Hoist •	Lifting	capacity	of	24,000kg	
•	Standard	platform	length	of	8m	suitable	for	trucks,		

	 buses	and	large	industrial	vehicles	

•		Platforms	extend	to	9m	allowing		
maximum	access	to		the	vehicle	•		Lifting	height		of	1,610mm	•		Post	height		of	1,970mm	•	3	phase	motors	

ADBLUE ® AND WASTE OIL SOLUTIONS 

VEHICLE LIFTING & WHEEL SERVICING

680AN
Air Operated Grease Gun 
•	Pressure	ratio	of	40:1•	Develops	grease	pressures		
	 of	up	to	3,920psi	(270bar)
•	Delivers	up	to	180	g/min
•	Suits	450g	cartridge	or	bulk	grease

•	Recommended	maximum	air	pressure		

	 of	98psi	(7bar)•	Continuous	flow	or	single	shot	operation

•	Suitable	for	grease	up	to	NLGI2

alemlube.com.au  |  alemlube.co.nz

*Applies to all products unless indicated

8828N2

20L Gear Oil Drum Pump

•  Capable of delivering up to 110mL 

on the downstroke

•  Downtube extension and extra Reike 

adaptor make the pump suitable for 

use with a variety of 20L drums 

•  Ideal pump for the transfer of engine, 

gear, diff and hydraulic oils in busy 

vehicle servicing workshops

•  Drainback nozzle holster 

52000A 

12V Diesel Refuelling Tank Kit

• Capable of flow rates of up to 50 L/min

•  Includes 4m of antistatic fuel delivery hose, 2m of  

battery cable, a stainless steel & brass fuel filter  

and an automatic nozzle

• Maximum head capacity of 15m

•  Self priming rotary vane pump  

includes a built-in bypass

•  Duty cycle of 30 minutes  

on, 30 minutes off

• Suction capacity of up to 2m

•  52000 as above but with  

manual nozzle

51040 

High Flow Auto Shut Off 

Fuel Nozzle

• Maximum flow rate of 140 L/min

•  Designed to operate  

with pumping  

systems only

• 1" BSP(f) hot stamped brass swivel 

• 3-speed lever with removable latch pin

• 3-position stay open latch

52007

Manual Diesel Fuel Nozzle

• Capable of flow rates up to 150 L/min

• Ideal for farm tank applications

•  Suitable for gravity feed applications and applications   

including pressures  

of up to 140psi (10bar)

•  Hanging clip helps to reduce  

the possibility of diesel fuel  

contamination and nozzle damage

• 1" BSP swivel included

•  52155 as above but for  

unleaded petrol

407010N2

In Line Electronic Diesel Fuel Meter

•  Turbine type meter with aluminium body and 

polypropylene turbine

• Accurate between flow rates of 20 L/min to 120 L/min

• Accurate to ± 1.0%

•  1" BSP inlet and  

outlet ports

•  Flow rate analysis  

function included  

as standard

•  Maximum operating  

pressure of 290psi 

(20 bar)

FA2
Fuel Filter
•  Fuel filter suitable for  

use with gravity feed  

fuel tanks and with  

hand, air or electric  

drum pumps 

•  Features a 10 micron  

fuel filter element, a  

drain cock and a  

replaceable clear  

plastic bowl

• 1" BSP inlet and outlet

•  Replacement elements  

readily available

GREASING

DRUM PUMPS

Agriculture

Product No. Description

8826N 
20L ATF drum pump with hose & filter

8820N 
20L Lubricant drum pump w/o hose

8876N
60L ATF drum pump with hose & filter

8870N
60L Lubricant drum pump w/o hose

8878N 
60L Lubricant drum pump with hose

Product No. Description

L10040PA
12V diesel fuel pump - max flow rate 50 L/min

L20040PA 12V diesel fuel pump - max flow rate 50 L/min

L45040PA
12V diesel fuel pump - max flow rate 50 L/min

L60040PA
12V diesel fuel pump - max flow rate 50 L/min

FUEL TRANSFER & METERING

51008

Mechanical Diesel Meter 

• Accurate between flow rates of 20 L/min to 120 L/min

• Mechanical gear meter accurate to ±1.0%

• Maximum working pressure of 142psi (10bar)

• 1" BSP(f) inlet and outlet ports

•  51007 as above but  

with a maximum  

batch total of 9,999L

501A
Rotary Drum Pump

•  Zinc alloy impellars make the pump 

suitable for the transfer of diesel, 

petrol, kerosene, unleaded  

petrol and low viscosity oils

•  Delivery rates of 18 L/min  

or 0.26L per rotation

•  Cast alloy body  

construction

•  4 chamber pump body  

primes quickly and easily

•  Can syphon and transfer  

fuels and lubes in reverse

•  Includes 2.2m of antistatic  

hose, bung adaptor, rubber  

gasket, four chamber rotor  

assembly, spout and spout holster

5060AN

Hi-Flo Refuelling  

Drum Pump

•  Low torque, high volume 

pump is easy to use and  

delivers up to 110 L/min

•  Facilitates best in class 

delivery rates of 1.1 litres  

per rotation

•  Suitable for the transfer of 

diesel fuel, petrol, light oils up 

to SAE30 and kerosene

•  Supplied complete with 2.6m 

of UV and fuel resistant hose, 

spout, in built spout holster, 

3-piece downtube and new 

heavy duty bung adaptor

52004A

High Volume 12V 

Diesel Refuelling 

Drum Pump

• Flow rates of up to 68 L/min

•  Heavy duty cast iron housing  

protects the dual motors and  

the pump head assembly

•  Motor protection fuse prevents  

motor overload

•  Telescopic down tube suits  

fuel tanks up to 1,000mm deep

•  Includes an automatic  

shut off nozzle

•  1" BSP(f) inlet and  

outlet threads

•  52004 as above but with  

manual nozzle 

372010

12V Petrol & Avgas 

Drum Pump

•  Transfers ULP, Avgas,  

E10, diesel and kerosene

•  Automatic nozzle with flow  

rates of up to 50 L/min

• Inbuilt nozzle holster

• Antistatic fuel hose

•  Fully-flanged components: 

pump, flow meter and filters 

easily fitted or replaced

•  Compact and sturdy 

construction with cast  

iron body

660AN

Trigger Action Grease Gun

•  Grease pressures of up to  

8,500psi (586bar)

•  Delivers up to 1.1g of grease  

per stroke

•  Twin Lock System seals the  

piston and eliminates the  

possibility of dummy lubrication

•  Patented Ever-Flow System enables the  

gun to be used with thick tacky greases  

even in the coldest conditions

• High volume/ high pressure option

600A
Lever Action  

Grease Gun

•  Develops grease pressures  

of up to 12,000psi (828bar)

•  Delivers up to 1.6g of grease  

per stroke

•  Twin Lock System eliminates the 

possibility of dummy lubrication

•  Patented Ever-Flow System 

enables the gun to be used with 

thick tacky greases even at low  

temperatures

• Heavy duty 4 jaw coupler 

BekaMax-20 

Automatic Grease  

Lubrication System

•  Complete kit to service 20 grease 

points automatically

•  Includes a BekaMax 24V DC 

pump station with onboard timer  

and 4kg grease reservoir,  

70m of grease filled hose, reusable  

hose ends, compression fittings  

and adaptors, nuts and bolts,  

cable ties and protective  

hose wrapping

G10040N

EL Series 18V 

Lithium-ion Cordless 

Grease Gun

•  Generates grease pressures  

up to 10,000psi (690bar)

•  Capable of delivering up to  

80g/min

•  25 minutes continuous  

working time

•  Supplied with two batteries,  

3,000 mAh & 1,500 mAh

•  Recharge time of 75 minutes  

(1,500 mAh battery)

•  Dispenses up to 12 x 450g 

cartridges before battery 

change over is required

14512

Quick Release Grease Gun Coupler

• Works with all grease gun types - pneumatic, manual and battery

• 1/8" BSP (f) thread

• Maximum working pressure of 10,000psi (690 bar)

• Fits all BSP specification grease nipples

• 4 hardened spring steel jaws resilient under high pressure

• Suitable for high pressure, heavy duty greasing applications

• 90mm in length

• 14511 as above but suitable for NPT grease nipples

424170

20kg Air Operated  

Grease Kit
•  Cast alloy air motor cylinder  

guarantees a long service life

•  55:1 ratio air operated grease pump 

facilitates grease pressures of up to 

7,950psi (548bar)

•  Integral foot valve filter protects  

the pump tube from foreign  

particle contamination

           
    • 424150 as above but 

      with trolley 

HOSE REELS

454111N

Oil Transfer Kit  

with On/Off Gun

•  Includes a high quality 3:1  

ratio pump, 3m x 1/2" ID 

hydraulic hose and on/off  

control value

• Transfer rates of up to 15 L/min

• Suits 60L and 205L drums

•  Suitable for engine, gear, diff  

and hydraulic oils

•  Recommended for transferring 

higher viscosity lubricants in 

colder type climates

•  454110N as above but with  

oil meter

Alemlube Lockable Diesel  

Refuelling Storage & Dispensing Kits 

• 100L, 200L 450L & 600L storage tank capacity

• Forklift lift points and tie down capability

• Heavy duty, robustly constructed polyethylene tank

•  Lockable lid aids diesel fuel security and protects  

dispensing kit components

• Automatic shut off fuel nozzle

SA400N

Air Hose Reel

•  Impact resistant UV  

stabilised covers 

•  Automatic and positive  

latching mechanism

•  New hybrid polymer hose  

is more flexible, easier to  

handle and longer lasting

•  Working pressure of  

300psi (20bar)

• 1/2" BSP(f) inlet & outlet

• Includes 15m of 12mm ID hybrid polymer hose

• SA300N as above but with 18m of 10mm ID hybrid polymer hose

WP1290

Large Capacity Water 

Hose Reel
•  Stores and retrieves up to  

30m x 12mm ID hose

•  3/4" BSP(m) inlet and  

outlet threads

•  Positive latching system locks  

the hose at the desired length

•  Convenient carry handle facilitates  

easy movement of the hose reel  

as required

•  Integral swivel bracket assists in 

reel mounting and demounting

LOCKABLE DIESEL REFUELLING KITS

Product No. Description

51039
120 L/min

51037 
60 L/min

332080N

AdBlue® Rotary Drum Pump

•  Delivery rates of 380mL per rotation or  

up to 38 L/min

•  Stainless steel and teflon construction 

ensures 100% compatibility with Adblue®

• Lightweight at just 2.1kg

•  Valving in the pump head facilitates  

self-priming with immediate and  

easy dispensing

alemlube.com.au  |  alemlube.co.nz *Applies to all products 

unless indicated

454110N
Oil Transfer Kit  
with Meter
•  3:1 ratio pump, 3m x 1/2"  

ID hydraulic hose and  
electronic resettable meter 

•  Transfer rates of up  
 to 12 L/min

  • 3/4" BSP(f) material outlet
      • 1/4" BSP(f) air inlet 
          •  Suitable for engine,  

  gear, diff and  
   hydraulic oils

              • Suits 60L or  
     205L drums

334900
240V Oil Transfer Pump
•  AC vane type pump with sintered  

steel rotor and resin vanes
•  Suitable for the transfer of engine,  

gear, diff and hydraulic oils up to 500cSt
• Flow rates up to 25 L/min
•  3/4" BSP(f) inlet  

and outlet
•  Continuously  

rated with  
pressures up  
to 85psi (6bar)

454111N
Oil Transfer Kit  
with On/Off Gun
•  Includes a high quality 3:1  

ratio pump, 3m x 1/2" ID 
hydraulic hose and on/off  
control value

• Transfer rates of up to 15 L/min
• Suits 60L and 205L drums
•  Suitable for engine, gear, diff  

and hydraulic oils
•  Recommended to be used  

when transferring higher  
viscosity lubricants in colder  
type climates

8828N2
20L Gear Oil  
Drum Pump 
•  Capable of delivering  

up to 110mL on the  
downstroke

•  Downtube extension and  
extra Reike adaptor makes  
the pump suitable for use  
with a variety of 20L drums 

GREASING HOSE REELS

FUEL TRANSFER & METERING

SPILL CONTAINMENT & OIL TRANSFER

Industrial
660AN
Trigger Action Grease Gun
•  Grease pressures of up to  

8,500psi (586bar)
•  Delivers up to 1.1g of grease  

per stroke
•  Twin Lock System seals the piston  

and eliminates the possibility of  
dummy lubrication

•  Coarse thread on the barrel assembly  
eliminates the possibility of cross  
threading during cartridge change over

• 660AS for underground coal mines also available

G10040N
EL Series 18V Lithium-ion 
Cordless Grease Gun
•  Generates grease pressures up to 

10,000psi (690bar)
• Capable of delivering up to 80g/min
• 25 minutes continuous working time
•  Supplied with two batteries,  

3,000 mAh & 1,500 mAh
•  Recharge time of 75 minutes  

(1500 mAh battery)
•  Dispenses up to 12 x 450g cartridges 

before battery change over

5060AN
Hi-Flo Refuelling  
Drum Pump
•  Low torque, high volume 

pump is easy to use and  
delivers up to 110L/min

•  Facilitates best in class 
delivery rates of 1.1 litres  
per rotation

•  Suitable for the transfer of 
diesel fuel, petrol, light oils up 
to SAE30 and kerosene

•  Supplied complete with 2.6m 
of UV and fuel resistant hose, 
spout, in built spout holster, 
3-piece downtube and new 
heavy duty bung adaptor

501A
Rotary Drum Pump
•  Zinc alloy impellars make the pump 

suitable for the transfer of diesel, 
petrol, kerosene, unleaded  
petrol and low viscosity oils

•  Delivery rates of 18 L/min  
or 0.26L per rotation

•  Cast alloy body  
construction

•  4 chamber pump body  
primes quickly and easily

•  Can syphon and transfer  
fuels and lubes in reverse

•  Includes 2.2m of antistatic  
hose, bung adaptor, rubber  
gasket, four chamber rotor  
assembly, spout and spout holster

10028
Heavy Duty 20L Gear  
  Oil Drum Pump 
                     • Heavy duty fully                  
                        serviceable drum  
            pump delivers 170mL  
                     on the downstroke
                  • Non-drip nozzle and   
                      drain back holster  
                  • Height adjustable bung  
                  adaptor & two extra    
                adaptors to suit local and 
         international 20L drums 
       • 1.8m long rubber assembly 

L20040PA  
Alemlube Lockable Diesel  
Refuelling Storage & Dispensing Kit 
• 200L storage tank capacity
• Delivery rates of up to 50 L/min
• Heavy duty, robustly constructed polyethylene tank
•  Lockable lid aids diesel fuel security and protects  

dispensing kit components
• Automatic shut off fuel nozzle

BEKAONE-120-1-24
Single Point Grease 
Lubricator
•  The first refillable, reusable, disposable, 

sealed for life, electro mechanical single 
point lubricator

•  Refillable with the grease of your choice, 
allows multiple different greases on 
different applications

•  720gm (6 x 120gm) total capacity before 
replacement - battery life is 6 refills

•  No grease cartridges/bladders or  
batteries required, eliminating  
consumable costs

Alemlube
Header Block Kits
• Suitable for remote bearing lines up to 4m
•  Allows grease points to be moved to safe  

and convenient locations
•  Kit includes header blocks, high 

performance polyamide tube and  
1/8" BSP elbows

600A
Lever Action  
Grease Gun
•  Develops grease pressures  

of up to 12,000psi (828bar)
•  Delivers up to 1.6g of grease per stroke
•  Twin Lock System eliminates the 

possibility of dummy lubrication
•  Patented Ever-Flow System enables the 

gun to be used with thick tacky greases 
even at low temperatures

• Heavy duty 4 jaw coupler 

424170
20kg Air Operated  
Grease Kit
•  Cast alloy air motor cylinder  

guarantees a long service life
•  55:1 ratio air operated grease pump 

facilitates grease pressures of up to 
7,950psi (548bar)

•  Integral foot valve filter protects  
the pump tube from foreign  
particle contamination

• 424150 as above but with trolley

S0600
Oxy-Acetylene Hose Reel
• Impact resistant UV stabilised covers for maximum durability
• Automatic and positive latching mechanism
• 5/8" BSPT inlet/outlet
• Adjustable spring tension & high flow swivel and fluid path
• Can be ceiling, floor or wall mounted
• 15m x 6mm ID hose & 0.9m lead in hose

DIAPHRAGM PUMPS

L4675
Industrial Grease Nipple Assortment Kit 
•  Your most popular grease nipples in a  

convenient compartmentalised  
refillable carry kit

•  All nipples in the kit are case hardened,  
fully chromated, zinc passivated,  
batch tested to 8,000psi (552bar)  
and conform to international standards 
including BSS 1486, DIN 71412,  
SAE J534 and JIS B1575

•  Patented Kinglok® method of  
construction

Product No. Description
6136K 6 point
6135K 5 point
6134K 4 point
6133K 3 point

SA400N
Air Hose Reel
• Impact resistant UV stabilised covers 
• Automatic and positive latching mechanism
•  New hybrid polymer hose is more flexible, easier  

to handle and longer lasting
• Working pressure of 300psi (20bar)
• 1/2" BSP(f) inlet & outlet
• 15m of 12mm ID hybrid polymer hose and 0.9m lead in hose

SW500N
Water Hose Reel
• Impact resistant UV stabilised covers 
• Automatic and positive latching mechanism
• 1/2" BSPT inlet/outlet
• Adjustable spring tension & high flow swivel and fluid path
• Detachable steel mounting bracket enables 180° reel rotation
• 18m x 12mm ID polyurethane hose & 0.9m lead in hose

NDP-25BAH
1" Air Operated Diaphragm Pump
• Aluminium body and hytrel diaphragms
• 1" BSP(f) inlet and outlet ports
• Flow rates of up to 160 L/min
•  Optimal stroke length maximises diaphragm life and 

performance with minimal downtime and  
maintenance costs

•  Teflon and stainless steel  
models also available

•  Also suitable for the  
transfer of diesel fuel,  
gear oil, engine oil,  
brake fluid and antifreeze

NDP-20BAH
3/4" Air Operated Diaphragm Pump
• Maximum flow rates of 100 L/min
• 3/4" BSP(f) inlet and outlet ports
• Aluminium body and hytrel diaphragms
•  Suitable for the transfer of diesel fuel, gear  

oil, engine oil, antifreeze, waste oil and waste water
•  Maximum delivery  

per cycle of 350mL
• Light weight at 9kg
•  Mounting hole layout of  

140mm x 195mm
•  Dimensions of 249mm (W)  

x 319mm (H) x 180mm (D)

NDP-40BAH
1-1/2" Air Operated Diaphragm Pump
• Aluminium body and hytrel seals
•  1-1/2" BSP(f) fluid inlet and  

outlet ports
• Maximum flow rates of 350 L/min
•  Maximum delivery per  

cycle of 2,800mL
•  Dimensions of 411mm (W) x  

707mm (H) x 250mm (D)
• 2" and 3" models also available
•  Optimal stroke length maximises  

diaphragm life and performance  
whilst minimising downtime &  
maintenance costs

•  Suitable for the transfer of  
diesel fuel, gear oil, engine oil,  
antifreeze, waste oil and waste water

100 Series
2 & 4 Drum Spill Containers
• 100% recyclable polyethylene construction
• Non-skid removable deck
       • Compatible with most forklifts  
            and pallet trucks
                • Drums not included

Product No. Drums Dimensions
SJ-100-002 2 Drums 750mm (L) x 

1,300mm (W) x 
440mm (H)

SJ-100-006 4 Drums 1,290mm (L) x 
1,380mm (W) x 
280mm (H)

500 Series
1000L IBC Spill Containers
• Solid construction and practical design
• 100% polyethylene, will not rust or corrode
• Capacity of 1,100L
•  Compatible with most forklifts and  

pallet trucks
     •  Helps to create an OH&S compliant  

workplace environment

Product No. IBC’s Dimensions

SJ-510-001 Single 1,680 (L) x 1,680 (W) x 
700mm (H)

SJ-500-003 Double 2,450mm (L) x 1,450mm 
(W) x 575mm (H)

Product No. Description
8826N 20L ATF drum pump with hose & filter
8820N 20L Lubricant drum pump w/o hose
8876N 60L ATF drum pump with hose & filter
8870N 60L Lubricant drum pump w/o hose
8878N 60L Lubricant drum pump with hose

670AN4
20V Lithium-ion  
Cordless Grease Gun 
• Built-in intelligence
• LCD with real time information
•  Battery capacity remaining, grease  

level gauge and grease metering  
capability

•  Dual flow rates: high 170g/min,  
low 113g/min

•  Up to 10,000psi (690bar) grease pressure 
•  Up to 15 cartridges before battery change 

over is required

alemlube.com.au  |  alemlube.co.nz
*Applies to all products 

unless indicated

407010N2
In Line Electronic Diesel Fuel Meter
•  Turbine type meter with aluminium body and  

polypropylene turbine
•  Accurate between flow rates of 20 L/min to 120 L/min
• Accurate to ± 1.0%
•  1" BSP inlet and outlet ports
•  Flow rate analysis function included as standard
•  Maximum operating pressure of 290psi (20 bar)

Choose and install a Ravaglioli hoist and provide your workshop with:
• A hoist manufactured by Europe’s No. 1 independently owned workshop equipment manufacturer with over 13,000 hoists manufactured per annum  • A hoist manufactured in Italy in compliance to stringent CE requirements
• A hoist supplied by a manufacturer with OEM programmes in place with Mercedes Benz, Toyota, Honda, Nissan, Renault, Citroen and Ford  • A screw type hoist that ensures maximum operator safety (electro-mechanical models only)

8828N2
20L Gear Oil Drum Pump
• Capable of delivering up to 110mL on the downstroke
•  Downtube extension and extra Reike adaptor make the pump 

suitable for use with a variety of 20L drums on the market
•  Ideal pump for the transfer of engine, gear, diff and hydraulic 

oils in busy vehicle servicing workshops
• Drainback nozzle holster 

99 Series
Spring Operated Drum Pumps
•  Ideal for the topping up of engines, gear boxes, 

transmissions and differentials
•  Spring operated pump and lever action control valve 

facilitates semi automatic lubricant and ATF transfer
• Unique swivelling  pump head assembly

504200
Heavy Duty Dual 
Pedestal Oil Hose Reel
•  Modular spring cassette for ease 

of servicing
•  Maximum working pressure of 

1,500psi (103bar)
• 1/2" BSP(f) inlet and outlet threads
•  Supplied complete and ready to 

use with 15m of delivery hose and 
a 0.8m lead in hose

5000MFN
5L Multi Purpose Oil 
Measure
•  Polyethylene oil measure  

will not dent, scratch or corrode
•  Flexible delivery spout makes the  

topping up of engines, gear boxes,  
diffs, transmissions and crank cases a  
quick and easy proposition

•  Screw on lid helps to prevent  
contaminants from entering the oil  
measure and ultimately vehicle engines

454110N
Oil Transfer Kit with  
Oil Meter
•  3:1 ratio pump, 3m x 1/2" ID hydraulic 

hose and electronic resettable meter 
• Transfer rates of up to 12 L/min
• 3/4" BSP(f) material outlet
• 1/4" BSP(f) air inlet 
•  Suitable for engine, gear,  

diff and hydraulic oils
• Suits 60L or 205L drums

365300 
Electronic Preset  
Oil Meter
•  Automatically cuts off 

when the preset amount  
of lubricant is dispensed

•  Maximum flow rate of  
30 L/min, minimum flow  
rate of 1 L/min

•  1/2" BSP(f) swivel  
supplied standard

•  Maximum operating pressure  
of 994psi (69bar)

• Accurate to ±0.5%

VEHICLE HOISTS SPILL CONTAINMENT

GREASING

OIL TRANSFER & METERING

WASTE OIL HANDLING

200 Series
2 & 4 Drum Racks and Spill Containers
• Ideal for easy dispensing from & storage of 205L drums
• Compatible with most forklifts
• Made from PE -100% recyclable

SJ-400-001
Spill Container Drum Trolley
•  Sump capacity 250L
•  Ideal as a mobile dispensing unit and sump
•  Easy to handle, well balanced design
•  Two foot hole positions for comfortable pull down 
 and handling

Product No. Drums Dimensions
SJ-200-003 2 Drums 1,350mm (L) x 1,375mm (W) x 635mm (H)

SJ-200-010 4 Drums 940mm (L) x 1,375mm (W) x 390mm (H)

Automotive

660AN
Trigger Action Grease Gun
•  Grease pressures of up to  

8,500psi (586bar)
•  Delivers up to 1.1g of grease  

per stroke
• High flow/high pressure option
•  Twin Lock System seals the piston  

and eliminates the possibility of  
dummy lubrication

•  Patented Ever-Flow System enables the  
gun to be used with thick tacky greases  
even in the coldest conditions

600A
Lever Action  
Grease Gun
•  Develops grease pressures  

of up to 12,000psi (828bar)
•  Delivers up to 1.6g of grease  

per stroke
•  Patented Ever-Flow System enables 

the gun to be used with thick tacky 
greases even at low temperatures

•  Coarse thread on the barrel assembly 
eliminates the possibility of cross 
threading during cartridge change over

372400
Mobile Waste Oil Drainer
• Drain bowl capacity of 20L
• Holding tank capacity of 100L
• Maximum working height of 2,000mm
• Minimum working height of 1,400mm
•  Unique specially molded tray can be  

used to hold bolts, filters and washers
•  Waste fluids can be pressurised or 

pumped out of holding tank

30080
Mobile Waste Oil Drainer
•  Transfers and captures waste oil from 

crankcases, transmissions  
and differentials

• Catchment bowl capacity of 20L
• Holding tank capacity of 80L
• Height adjustable waste oil reservoir
•  Equipped with a pneumatic safety relief 

valve calibrated at 14psi (1bar) 

424170
20kg Air Operated  
Grease Kit
•  Cast alloy air motor cylinder  

guarantees a long service life
•   55:1 ratio air operated grease 

pump facilitates grease pressures 
of up to 7,950psi (548bar)

•  Integral foot valve filter protects  
the pump tube from foreign 
particle contamination

• 424150 as above but with trolley

SA300N
Air Hose Reel
•  Impact resistant UV stabilised 

covers for maximum durability
•  Automatic and positive latching 

mechanism
• Working pressure of 300psi (20bar)
• 3/8" BSP(f) inlet & outlet
•  Includes 18m of 10mm ID  

hybrid polymer hose
•  SA400N as above but with  

1/2" BSP(f) inlet & outlet

HR40030
EL Series Air Hose Reel
•  High quality impact and UV resistant  

polypropylene covers 
•  Supplied complete with  

20m x 10mm ID PVC hose  
and 0.9m lead in hose

•  3/8" BSP inlet and  
outlet threads

•  Constant speed control device  
ensures safe and accurate rewinding

•  Unique speed control rewind system  
makes for a safer workplace environment

•  HR40040 as above but with  
15m x 12mm ID PVC hose and  
0.9m lead in hose

WHEEL SERVICE

RAVTD3000HP.B 
Rav 3D Wheel Aligner 
•  Bluetooth transmission between   

measuring heads and control unit
•  Battery powered for fixed or  

mobile installation
•  Equipped with tyre grabbing  

3 point clamps to avoid  
run out compensation

• Remote control located on each sensor

RAVTD5080WS 
Rav Entry Level Wheel Aligner 
•  Complete with 4 measuring heads equipped with 6 infra-red CCD  

sensors makes it possible to measure all steering angles
•  The wheeled control unit houses the data processing and  

management computer, TFT monitor, printer, keyboard and  
battery charger 

•  Includes a pair of 3 point clamps, with  
quick locking units and ABS claws (STDA95E)

G840IES.24
Rav Automatic Tyre Changer  
•  For the professional tyre shops with wider rims 

and larger turntable
• Suitable for 4WD vehicles
• Heavy duty structure
• Rigid self-centering chuck and wide clamping range

Product No. Description

8826N 20L ATF drum pump with hose & filter
8820N 20L Lubricant drum pump w/o hose
8876N 60L ATF drum pump with hose & filter
8870N 60L Lubricant drum pump w/o hose
8878N 60L Lubricant drum pump with hose

Product No. Description Delivery  
Per Stroke Drum 

9978 60L gear oil drum pump 500mL 60L
9976 60L ATF drum pump 500mL 60L
9928 20L gear oil drum pump 330mL 20L
9926 20L ATF drum pump 330mL 20L

NDP-15FPH
1/2" Air Operated  
Diaphragm Pump
• Flow rates of up to 45 L/min
• 1/2" BSP(f) inlet/outlet
•  Rugged bolted construction eliminates leaks 

and simplifies post maintenance reassembly
•  Suitable for the transfer of waste oil, waste 

water, fuel, oil and some pesticides and 
herbicides

RAV4402  
Rav 4.0t 4-Post Wheel 
Alignment Hoist 

RAV540 
Rav 4.0t Electro-Hydralic 
Low Profile Scissor Lift

KPH370.42
Rav 4.2t Electro-Hydraulic  
Clear Floor Hoist 

AA45CFS2P
4.5t Electro-Mechanical  
2-Post Clear Floor Hoist

HOSE REELS

alemlube.com.au  |  alemlube.co.nz
*Applies to all products 

unless indicated

HOSE REELS

KPL-24EX

24V 20kg Grease Kit

•  Ideal for mining & heavy  

industrial applications

• Suitable for grease up to NLGI2

• Working pressure of 4,000psi (276bar)

• Continuous operation

• Can dispense up to 70-80 g/min

•  Suitable for working temperatures  

of -10ºc to +40ºc

• EPL-24
0SP as above but 240V

OM080A001-810M3

3" BSPF Threaded Oval Gear Meter  

c/w 4 Digit Mechanical Totaliser

• Flow rates are available from 1 L/min to 2,500 L/min

• 1/2" to 4" threaded or ANSI Flanged option

•  Aluminium body PPS/AL Rotors Oval  

Gear Technology

• 5 digit Veeder-Root Mechanical Counter

OM080A001-211NM

3" BSPF Threaded Oval Gear Meter  

c/w NMI Approval

• Flow rates are available from 10 L/min to 2,500 L/min

• 1" to 4" threaded or ANSI Flanged option

• Aluminium body PPS/AL Rotors Oval Gear Technology

•  ATEX/IECEx/ANZEX approval for hazardous  

area application

363054

3/4" High Volume Oil 

Control Valve

• Flow rates of up to 70 L/min

•  Durable aluminium die cast  

body withstands the toughest  

operating conditions

•  Maximum working pressure  

of 1,450 psi (100bar)

• 3/4" BSP (f) inlet port & swivel

•  Lockable valve lever for efficient  

delivery of large volumes

•  Suitable for use in the transport, 

mining, construction and 

manufacturing sectors and in 

service vehicle applications

9968 

Alemite  

Oil Pump
•  Spool valve  

design ensures  

fewer pump failures

•  Modular design 

maximises  

operating time

• 5:1 ratio

•  Delivery rates of up  

to 26 L/min

•  Stub pump suits  

bulk tanks

7783-A5

Alemite  

High Volume 

Oil Pump
•  Maximum flow rates 

of 38 L/min

• 6:1 ratio 

•  Maximum delivery 

lengths up to 100m

•  Can service up to  

six reels

•  Fast & efficient oil 

transfer guaranteed

•  Suits 205L drums

212000

Diesel Refuelling System      

•  Versatile, compact & easy to install pump, reel, filter and  

auto shut off nozzle kit simplifies diesel fuel transfer

• Integrated dual 12V pumps deliver up to 45 L/min

• Pump duty cycle of 30 mins on, 30 mins off

•  Hose reel supplied complete with  

15m x 3/4" ID hose 

•  30 micron filter with replaceable  

cartridge ensures contaminate-  

free diesel fuel delivery

•  Suitable for mobile or  

fixed tanks

•  Sturdy metal construction  

with side safety guards  

ensures a long  

working life

• 213000
 as above but 24V

7735  

Alemite Grease 

Transfer Pump

•  4 x 1/4" air motor and 10:1 ratio 

facilitate grease transfer rates  

of up to 33 kg/min

•  Dynamic primer ensures continuous 

positive priming  

and eliminates air pockets

•  Supplied complete with a 3" male 

camlock for quick pump fitment

505224N

Spring Rewind Hose Reel

•  Dual ball bearing spool support results in very low  

rotary friction

•  Optimised power spring and low friction design  

ensure smooth & comfortable operation

•  Unique non ratch out design enables total mounting 

flexibility (7 different positions)

•  True 3/4" fluid section  

maximises product  

delivery

•  New design facilitates  

quicker & easier service  

and post maintenance  

reassembly

•  Suitable for oil,  

diesel, air, water  

and waste oil

•  Includes 15m of  

19mm ID hose

8080-G  

Alemite Large Capacity  

Heavy Duty Oil Hose Reel

•  Heavy duty containerised and gasketed  

spring assembly ensures a  

long working life

• Ball bearing shaft seals

•  Latch pawl spring and  

roller guide assemblies  

covered by a lifetime  

   guarantee

       •  Includes 15m of  

25mm ID hose

•  Suitable for use  

with all lubricants,  

waste oil, air  

and water

9950-D1

Alemite 180kg  

Grease Pump

•  50:1 ratio double acting grease  

pump capable of delivery rates of  

up to 2kg/min

•  Spool valve operation reduces 

maintenance costs  

• Can service up to three hose reels

•  1/4" NPT(f) air inlet and 3/8" NPT(f)  

grease outlet

• Modular design maximises operating time

BekaMax-20 

Automatic Grease  

Lubrication System

•  Complete kit to service 20 grease   

points automatically

•  Includes a BekaMax 24V DC  

pump station with onboard timer 

and 4kg grease reservoir,  

70m of grease filled hose, reusable 

hose ends, compression fittings and 

adaptors, nuts and bolts, 

cable ties and protective 

hose wrapping

NDP-50BAH 

2" Air Operated 

Diaphragm Pump

• 2" BSP(f) fluid inlet and outlet ports

• Maximum flow rates of 630 L/min

• Maximum delivery per cycle of 4,300mL

•  Mounting hole layout of  

250mm x 288mm

•  Dimensions of 452mm (W) x 779mm  

(H) x 357mm (D)

•  Unique pilot valve is maintenance free  

within cumbersome circlips or O-rings  

to replace or repair

•  Suitable for the transfer of diesel  

fuel, gear oil, engine oil, brake fluid,  

antifreeze, waste oil and waste water

• NDP-80
BAH as above but 3"

660AN

Trigger Action  

Grease Gun

•  Grease pressures of up to  

8,500psi (586bar)

•  Delivers up to 1.1g of grease  

per stroke

•  Twin Lock System seals the piston  

and eliminates the possibility of  

dummy lubrication

•  Coarse thread on the barrel assembly  

eliminates the possibility of cross threading  

during cartridge change over

• 660AS for underground coal mines also available

600A
Lever Action  

Grease Gun

•  Develops grease pressures  

of up to 12,000psi (828bar)

• Delivers up to 1.6g of grease per stroke

•  Twin Lock System eliminates 

the possibility of dummy lubrication

•  Patented Ever-Flow System enables 

the gun to be used with thick tacky 

greases even at low temperatures

•  600AS for underground coal mines  

also available

GREASING

SPILL CONTAINMENT

FUEL TRANSFER & METERING

OIL TRANSFER

DIAPHRAGM PUMPS

10028

20L Gear Oil  

Drum Pump 

•  Heavy duty fully serviceable  

drum pump delivers 170mL  

on the downstroke

•  Non-drip nozzle and drain  

back nozzle holster ensure a  

clean, safe workshop

•  Height adjustable bung adaptor 

and two extra adaptors make the 

pump suitable for use with 20L 

drums from Australia, Singapore, 

USA and Europe

•  1.8m long rubber hose assembly 

provides a long service life

•  Also suitable for use in 

underground coal mines

NDP-40BAH  

1-1/2" Air Operated 

Diaphragm Pump

•  Flow rates of up to  

350 L/min

•  Aluminium body and hytrel 

diaphragms

• 1-1⁄2" BSP(f) inlet/outlet

•  Optimal stroke length 

maximises diaphragm life  

and performance whilst 

minimising downtime & 

maintenance costs

•  Suitable for the transfer of 

diesel fuel, gear oil, engine oil, 

waste oil, brake fluid, 

antifreeze and waste water

NDP-25BAH  

1" Air Operated  

Diaphragm Pump  

• Flow rates of up to 160 L/min

•  1" BSP(f) inlet and outlet ports

•  Aluminium body and  

hytrel diaphragms

•  Outside accessible air valve  

enables inspection or  

maintenance without removing  

the pump from service

•  Suitable for the transfer   

of diesel fuel, gear oil, engine oil, 

waste oil, brake fluid, antifreeze 

and waste water

1195-932-A 

Air Rewind Large Capacity 

Hose Reel
• Working pressures up to 600psi (41bar)

• 2" NPT inlet and outlet

• All metal construction

•  Can store and retrieve up to 18m x 48mm 

ID hose

•  Full flow brass  

swivel facilitates  

high volume  

fluid transfer

•  Suitable for air,  

water, fuel  

and waste  

oil transfer

100 Series

2 & 4 Drum Spill Containers

• 100% polyethylene

• Compatible with most forklifts and pallet trucks

• Non-skid removable platform

• Helps to create an OH&S compliant workplace environment

500 Series

IBC Spill Containers

• Easy to maintain and clean

• Compatible with most forklifts and pallet trucks 

• Capacity of 1,100L

• 100% polyethylene will not rust or corrode

Product No. Drums Dimensions

SJ-100-002 2 Drums 750mm (L) x 1,300mm (W) x 440mm (H)

SJ-100-006 4 Drums 1,290mm (L) x 1,380mm (W) x 280mm (H)

Product No. IBC’s Dimensions

SJ-510-001 Single 1,680mm (L) x 1,680mm (W) x 700mm (H)

SJ-500-003 Double 2,450mm (L) x 1,450mm (W) x 575mm (H)

1250MD-8

Multi Point Grease Lubrication Kit

• Remote installation lubricates 8 greasing points

• Operating pressure of 425psi (29bar)

•  Consists of a vertical pump, motor/gear set  

and microprocessor

•  Ideal for hard to reach/ hazardous  

greasing locations

•  Kits are also available to suit 2, 3, 4, 5, 6 and 7  

greasing points

Mining &
Construction

Alemlube

Lockable Diesel Refuelling Storage & 

Dispensing Kits     
 

•  Unique user friendly design with lockable lid to aid fuel and  

dispensing kit security

•  Dispensing kit consists of a 12V pump, 4m antistatic fuel  

delivery hose, 2m battery cables and automatic nozzle

•   Recesses for tie down straps and internal baffles  

are valuable safety features

• Forklift lifting point capability

Product No. Capacity
Flow 
Rate

w/ 
Meter

L60040PAM 600L 50 L/min Yes

L60040PA 600L 50 L/min
__

L45040PAM 450L 50 L/min Yes

L45040PA 450L 50 L/min
__

L20040PAM 200L 50 L/min Yes

L20040PA 200L 50 L/min
__

L10040PAM 100L 50 L/min Yes

L10040PA 100L 50 L/min
__

8 Point

670AN4

20V Lithium-ion  

Cordless Grease Gun 

• Built-in Intelligence

• LCD with real time information

•  Battery capacity remaining, grease level 

gauge and grease metering capability

• Dual flow rates: high 170 g/min, low 113 g/min

• Up to 10,000psi (690bar) grease pressure 

•  Up to 15 cartridges before battery change over  

is required

alemlube.com.au  |  alemlube.co.nz *Applies to all products 

unless indicated

454110NOil Transfer Kit with Meter• 3:1 ratio pump,   3m x 1/2" ID hydraulic 
  hose and electronic   resettable meter • Transfer rates of up to  12 L/min• 3/4" BSP(f) material outlet

• 1/4" BSP(f) air inlet • Suitable for engine, gear, 
  diff and hydraulic oils

6603A
Brake Cleaner Sprayer• Large filling opening• Safety valve at 36psi (2.5bar) 

  with depressurisation option
• Easy tool free maintenance
• Ergonomic design• Strong translucent bottle with level indicator

• Also suitable for degreaser, tyre shine, 

  hydrocabon based solvents, lubricants, 

  vegetable & animal oils

HOSE & CABLE REELS
GREASING EQUIPMENT & AUTOMATIC OILERS

FLUID TRANSFER & METERING

SPILL CONTAINMENT, CLEANING AND OIL STORAGE & DELIVERY

Food & BeverageSA400N
Air Hose Reel• Supplied complete with 

  15m x 12mm ID hose• 1/2" BSP(f) inlet/outlet• Working pressure of   300psi (20bar)• Impact resistant UV   stabilised covers • New hybrid polymer hose is 
  more flexible, easier to handle 
  and longer lastingAlso available: SA300N 18m x 10mm ID Air Hose Reel 

230
Polyethylene Syphon Drum Pump• Plunger action syphon pump 

  delivers up to 20 L/min• Constructed with a polyethylene 
  pump head and a 875mm long
  PTE pick up tube• Includes a 1.2m delivery hose

• Extremely lightweight at 730g
• Adjustment knob on the top of the 
  pump can be used to stop the pump 

  from syphoning• Suitable for the transfer of ammonia, 

  ethyl acetate, methyl acetate and 
  nitric acid up to a 50% concentration

Also available: 225 Polypropylene syphon drum pump

HR90045BSSEL SeriesSpring Rewind Stainless Steel Hose Reel
• All stainless steel components
  including swivel• Bare reel can store and retrieve 

  up to 25m x 12mm ID hose
• Maximum working pressure of 
  300psi (20bar)• Ideal for use with corrosive fluids in 

  aggressive environmentsAlso available: HR90005BSS can store and retrieve up to

30m x 25mm ID hose

424150
20kg Grease Kit with Trolley• High pressure 55:1 ratio pump

• Up to 7,950psi (548bar) grease pressure

• The heavy duty air motor is free of 
  external plastic components
• Built in filter protects against 
  pump tube contamination
• Ideal for busy workshops where 
  greasing is undertaken all day, 
  every day

Also available:424170 As above but without trolley

ECRP24025240V Electric Cable Reel
• Automatic spring rewind mechanism
• Plastic outer casing• Swivelling steel wall bracket

• Ratchet stop device is  easily inspected and   removed by the end user
• Supplied complete with 
  25m x 2.5mm 10amp cable 
  plus plugs• CE approved & Australian 

  Standards compliant

660ANCBClear Barrel 450gTrigger Action Grease Gun
• 100% visual identification of the grease 

  will assist in your programmed 
  maintenance scheduling
• Grease pressures of up to 8,500psi (586bar)

• Delivers up to 1.1cc of grease per stroke

• High density, impact resistant polycarbonate 

  barrel assembly won’t rust, dent or distort

• Ideal for the food and beverage industries 

  where compliance and non-contamination 

  are crucial

DIAPHRAGM PUMPS

MSP-OL500Multipoint Oil Lubricator
• Capacity of 500cc• Easy to program with large built in LCD

• Can handle any oils up to 10,000 cSt at 40°C

• Remote installation of up to 4 points up to 6 metres

• Power supply can be via AC or 24DC relay

• Electro-mechanical operationEO-Series also available:

Pulsarlube E SeriesSingle Point Grease Lubricators
• Highly cost effective & simple to operate

• Resistant to temperature variation means that volume 

  and amount of gas remaining is constant

• Easy to adjust dispensing period while in operation

• Easy to install without the use of tools  

• Instant on & off

ALE-15FVT1/2" Teflon Diaphragm Pump
• 1/2" BSP(f) inlet/outlet• Viton body and Teflon diaphragms

• Suitable for the transfer 
  of hydrochloric acid   up to 20% concentration, 

  phosphoric acid,   methanol, paint   thinners and water• Flow rates of up to 45 L/min

ALE-20BST3/4" Stainless Steel Diaphragm Pump• 3/4" BSP(f) inlet/outlet• Stainless steel body &   Teflon diaphragms• Suitable for the transfer of MEK 
  (methylethyl ketone),   hydrochloric acid up to 

  20% concentration,     phosphoric acid, methanol, 
  paint thinners and water)
• Flow rates of up to 100 L/min

ALE-40BAT1-1/2" Aluminium Diaphragm Pump• 1-1/2" BSP(f) inlet/outlet
• Aluminium body & Teflon diaphragms
• Maximum delivery per cycle of 1.4L
• Dimensions of: 411mm (W) x 709mm (H)

  x 250mm (D)• Suitable for use with a wide variety
  of fluids with high solids content
• Flow rates of up to 400 L/min

100 Series2 & 4 Drum Spill Containers
• 100% recyclable polyethylene construction

• Non-skid removable deck
• Compatible with most forklifts and pallet trucks

• Drums not included

300 SeriesModular Workfloor & Spill Containers• Solid construction and practical design

• Slip resistant texture on workfloor deck 

  and ramp •  Helps to create an OH&S compliant  
workplace environment

• Drums not included

Product No. DescriptionHR30070C 20m x 10mm ID Hybrid Polymer hose with nozzle

HR30070 20m x 10mm ID Hybrid Polymer hose

HR30080C 20m x 12mm ID Hybrid Polymer hose with nozzle

HR30080 20m x 12mm ID Hybrid Polymer hose

Product No. DescriptionSJ-100-002 Holds up to 2 x 205L drums

SJ-100-006 Holds up to 4 x 205sL drums

G100100SSEL SeriesStainless Steel Grease Nipple Assortment Kit• 100 grease nipples   in a convenient  compartmentalised carry kit
• All grease nipples conform 
  to International Standards
• 316 grade stainless steel 
  grease nipple construction
• Ideal for use in highly   corrosive environments

 

alemlube.com.au  |  alemlube.co.nz

*Applies to all products unless indicated

Flomec
OM-Series Flow Meters
• High accuracy & repeatability, 
  direct reading flow meter
• Available with hygienic tri-clamp
  ferrules, BSP & ANSI flanges
• Meter size 1/2" to 4"  • Flow rates from 1 to 2,500 L/min

• 316 S/steel body & rotor materials
• Max. pressure rating 5,800psi (400bar)

Flomec
G-Series Flow Meters
• 3A food grade approval
• High accuracy & repeatability, 
  direct reading flow meter
• Available with hygienic tri-clamp 
  ferrules, BSP & ANSI flanges
• Meter size 1" to 3"  • Flow rates from 25s to 2,271 L/min

• 316 S/steel body & rotor materials
• Max. pressure rating 5,000psi (344bar)

670AN3
18V Lithium-ion 450gCordless Grease Gun

• Grease pressures of up to 8,000psi (552bar)

• Delivery rates of up to 170g/min
• One hour fast recharge 
• Remaining charge and fault indicator 

• Two Lithium-ion batteries supplied as standard

• Up to 24 x 450g cartridges per charge 

• Ergonomic and light weight at just 3.5kg 

• The key to fast and efficient plant and 

  machinery greasing 

Product No. DescriptionE60/PL1
60cc - filled with PL1 grease

E120/PL1 120cc - filled with PL1 grease

E240/PL1 240cc - filled with PL1 grease

Product No. DescriptionEO60/Empty 60cc - E Oiler - No oil

EO120/Empty 120cc - E Oiler - No oil

EO240/Empty 240cc - E Oiler - No oil

Product No. DescriptionSJ-300-001 Modular workfloor & spill container

SJ-300-006 4 Drum workfloor & spill container

SJ-100-010 Modular workfloor ramp

001021-PU10L Container Pump Kit
• Manufactured in high-density HDPE
• Sturdy hand pump for fast dispensing

• Stores lubricants safely
• Prevents cross contamination
•  Colour code labelling system for  
easy lubricant identification

• Suitable for use with a variety 
  of lubricants•  iPouch holds and stores lubricant       

identification cards on container
• On/off breather switch reduces 
   RSI concerns• Square base design for 

  increased stability

001014-125L Container with 12mm Pour Lid Kit
•  Fully sealed system reduces the chance 

of lubricant contamination
•  Dual scale (metric/quarts) gauge for 
accurate guide during dispensing

• Large flat surface ideal for iPouch labelling

•  Use with any of the iCan pour,  
storage/pump lids• Supplied standard with lubricant identification cards

•  Quick fill port for safe contaminant free refills

Also available: 001014-6 with 6mm 
and 001014-25 with 25mm pour lids

801A
Stainless SteelRotary Drum Pump• Rotary action facilitates quick and 

  effortless fluid transfer• 2" standard BSP bung adaptor
• Flow rates of up to 18L/min or 
  0.3L per rotation• Wetted parts of 304 stainless steel, 

  Teflon and Ryton • Versatile, robust and offers a long service life

• Suitable for the transfer of ammonia, 

  ethyl acetate, methyl acetate, AdBlue  and 

  nitric acid up to a 50% concentration

• Suitable for 60L or 205L drumsAlso available: 301A Polypropylene rotary drum pump, 20 L/min

401A Ryton  rotary drum pump, 20 L/min

®

®

®

EL SeriesHot Water Hose Reels
•  Increase safety by reducing 
  rewind speed by up to 80%
•  High quality impact   and UV resistant    polypropylene covers • Temperature range from 

  -40°C to +60°C
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